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PROJECT DESCRIPTION

I. General

This portion of the project involves the replacement traffic

signatl interconnect cable along MD 924 (Main Street) between
Business U.S. 1 and Pennsylvania Ave, and +he intersection of

MD 22 at Hickory Ave and Maltlond Street ot Business U.S. 1.

located in Harford County. MD 924 (Main St.) is assumed to run in g
westbound direction.

Il. Intersection Operation

No change to the existing signal operations are required for
this section of the project.

[11. Special Notes

1.) Maintenaonce of traffic wili be handled by the contractor
utitizing the following standard piates for +raffic
controi: 104.00 — 104.00~30., 104.32-02, 104.33-02,
104.37-02, 104.38-02, 104.30-02104.40-02, 104.41-02.

2.} Thevfollowrnq are SHA District 4 Contact persons:

Mr. Richard L. Daff. Sr. Mr. Dave Malkowski
Chief. Traffic Operations Dis+r§c+ Engineer
. Division (410) 787-7630 {410) 321-3461 '

Mr. Randall. Scott Mr. David Ramsey

Asst. District Engineer - ~ Asst. District Englneer -~
Traffic Magintenance (Acting)
(410) 321-3514 (410) 321 3468

Mr. Joseph McMahon
Asst. District Engineer— Utitity
(410) 321—3456

3.) The contractor shall pull are proposed traffic signal
cables into the designated controller cabinet and Iabel
each cable. The MD-SHA will be responsible for all
internal cabinet wiring.

4.) The contractor shall remove all existing Interconnect cables
v from the existing Intersection conduits and handholes.
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Description

' B. Equipment to be furnished and/or instalied by the Contractor.

- Furnish and install 2 !4 in.

schedule 80 rigid PVC conduit.

Furnish ond install 3 in.
schedule 80 rigid PVC
conduit+ - Trenched.

Furnish and install

electrical cable - 7
conductor (No. 14 AWG)5

Furnish and install 12

palr {(twisted). jelly
filled interconnect coble

(undergrouad)

"Furnish and instal i

electrical handhole.

Furnish and Instai! ground rod -

34 in. x 10 £+,

length.

Furnish and !ns+at! 1 conductor
(No. 6 AWG) stranded bare copper

ground wire.

Remove and dispose of

existing materials.

Furnish and instal! hanghoie

cover and strap.

Furnish and install ground_+erminal.

Cut and re—thread
existing condui+.
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